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Mill Test Certificate

Bri-Steel Manufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada T6P 174
Tel: 001 {780} 469-6503

Fax: 001 {780) 469-6386

www.bri-steel.com

Product: Seamless Carbon Steel Pipe Product Meat Number: BSM-1905 Product Size: 24560 Production Date; Jun 18, 2014
Production Method: Hot Expansion Product Heat Treatment: As-rolled Certificate No.: MTR- 001186
Product Standards: ASME B36.10-2004, API 5L-45th Ed. Grade B PSL1, ASTM/ASME A/SA108-2013 Grade B/C NDE, A/SA53-2012 Grade B Type §, NACE MR0175-2009 MR0103-2010
Product Markings <AP] & L/C No,> API SPEC 5L NPS 24 SCH 60 0.969 INCHWT GR B PSL1 SMLS 2014/06 NDE 1900PSI
HEAT BSM-1905 {PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SA106 GR B/C A/SAS3 GR B NACE MRO175/MRO103 MADE IN CANADA
Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces | Length Mass Geiger | Res.Mag.| Visual oD uT uTt ET HydroTest End
h/ft WR/hr Gauss nsp. WT  JASTM E218[ ASTM  {1500Psi/ 5s| Condition
BSM-1805 Heat NPS 24 SCH 60 0.968in. WT 7 DRL 238.1 <5 <20 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis [wi%)
Heat Steelmaking Method Test Type C Mn P 5 Si Cr Cu Mo Ni v Ti Nb B CE(HW)| CE{CSA)
BSM-1905 wan mma_wm _wum tadle Refining; Vacuum Heat | 020 | 091 | 0001 { 0004 | 029 | 0.06 | 005 | 004 | 0.02 | 0018 | 0.002 | 0.001 [CO003| - -
epas; ruly Rile Product | .21 | 089 | 0.014 | 0.004 | 030 | 0.06 | 005 | 003 | 662 | o004 { 0002 | 0.001 | 0.0003| 038 | 038
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (R10.5) Tensile {Rm) Y/T Elongation (A)
S50mm GL psi psi (Rt0.5/Rm} %
BSM-1305 Heat Ferrite & Pearlite 79 HRBW Pass Longitudinal; 19,05 mm x WT 50,500 71,000 0.71 45
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details C l J J AVG % % % AVG mm mm mm | AVG
BSM-1905 " - - - - - - - - R - - - - w

Additional Details:

« We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. in
accordance with AP 51-45th £d., ASTM/ASME A/SALGE-2013 Grade B/C A/SAS3-2012, and the purchase order requirements,
and that the results meet the corresponding requirements.,

¥ This pipe prodict meets the sour service requirements of NACE MRO175/180 15156-2:2009 Annex A2 for Region 3 Sour
Service-2008 NACE MRO103-2010 Section 2.1

v'No weld repairs have been performed on this product.

+ This product has not come into contact with mercury during the Bri-Steel Manufacturing processes.

' This certificate represents a guality control system that is compliant with EN 10204:2004 Type 3.1,

Mill Test Certificate approved by:

Ty lam Sreno  2a. 2ol

ettt

Tonya Lam, CET.
Assistant QA Manager
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Mill Test Certificate

Bri-Steel Manufacturing nc.

2125-64 Avenue, Edmonton, AB Canada TRP 124

Tel: 001 (780) 469-6603
Fax: 001 (780} 469-6986
www. bri-steel.com

Product: Seamless Carbon Steel Pipe Product Heat Number: BSM-1905 Praduct Size: 24550 Production Date: Jun 19, 2014
Production Method: Hot Expansion Product Heat Treatment: As-rolled Certificate No.; MTR- 001136
Product Standards: ASME B36.10-2004, API 5L-45th Ed. Grade B P51, ASTM/ASME A/SA106-20113 Grade B/C NDE, A/SA53-2012 Grade 8 Type §, NACE MR0175-2009 MR0103-2010
Product Markings BRLSTERSL ] <AP! & L/C No.> AP SPEC 5L NPS 24 SCH 60 0.969 INCHWT GR 8 PSLL SMLS 2014/06 NDE 1900PSI
e HEAT BSM-1905 {PIPE # LENGTH MASS) 238, 1Ib/ft ASTM/ASME A/SA106 GR B/C A/SAS3 GR B NACE MRO175/MROL03 MADE IN CANADA
Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces | Length Mass Geiger | Res. Mag.| Visual oD uT uT ET HydroTest End
ih/ft uR/hr Gauss insp. WT ASTM E213| ASTM 1900es1; 55| Condition
B85M-1905 Heat NPS24 SCH 60 0.969iIn. WT 7 DRL 238.1 <5 <20 Pass Pass Pass Pass Pass Pass Plain £nd
Chemical Analysls (wi%)
Heat Steelmaking Method Test Type C Min 4 3 S Cr Cu Mo Ni \ Ti Nb B CE(IW)| CE(CSA)
BSM-1905  |Blast Furmace; EAF; Ladie Refining; Yacuum Heat 0.20 0.51 0.001 | 0.004 0.29 0.08 0.0% 0.04 0.02 0.013 0.002 0.001 | 0.0003 - -
Deas; Fully Kiled Product | 021 | 089 | 0014 | 0.004 | 030 | 0.06 | 0.05 | 003 | 0.02 | 0.004 | 0.00z | 0.00L | 0.0003 | 0.38 | 0.38
Mechanicai Properties
Heat, Test Type Microstructure Hardness Flattening Test Tension Test Yield {Rt0.5} Tensile (Rm) ¥/T Elongation {(A)
S0mm Gl psi psi {Rt0.5/Rm) %
BSM-1905 Heat Ferrite & Pearlite 79 HRBW Pass Longitudinal; 19.05 mm x WT 50,500 71,000 071 45
Heat, Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Detalls °C J J J AVE % % % AVG mm mm mm | AVG
BSM-1905 - - - - - “ - - - - - - - - -

Additional Details:

v We hereby certify that this pipe produet was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. In
accardance with API 5L-45th Ed.,, ASTM/ASME A/SA106-2013 Grade B/C A/SA53-2012, and the purchase order requirements,
apd that the results meet the corresponding requirements,

+ This pipe product meets the sour service requirements of NACE MRO175/I50 15156-2:2009 Annex A2 for Region 3 Sour
Service-2009 NACE MR0103-2010 Section 2.1
+ No weld repairs have been performed on this product.
v This product has not come inte contact with mercury during the Bri-Steel Manufacturing processes.
v This certificate represents a quality control system that is compliant with EN.10204:2004 Type 3.1.

Mili Test Certificate approved by:

u.l_.t.ﬁhr\ua\u

Byne 24 2004

i ———T T
Tonya Lam, CET.
Assistant QA Manager




Bri-Steel Manufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada T6P 124
Tel: 001 (780) 469-5603

Fax: 001 (780) 469-6986

www.bri-steel.com

Mill Test Certificate

Product: Seamless Carbon Steel Pipe Product Heat Number: BSM-1905 Product Size: 24560 Production Date: Jun 19, 2014
Production Method: Hot Expansion Preduct Heat Treatment: As-rolled Certificate No.: MTR- 001126
Product Standards: ASME B36,10-2004, AP] SL-45th Ed. Grade B PSL1, ASTM/ASME A/SA105-2013 Grade B/C NDE, A/SA53-2012 Grade B Type S, NACE MR0175-2009 MRO103-2010
Product Markings RS TEEL <AP| & L/C No.> APl SPEC 5L NPS 24 5CH 60 0.969 INCHWT GR B PSLT SMLS 2014/08 NDE 1900PS!
e HEAT 8SM-1905 (PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SALO6 GR 8/C A/SAS3 GR B NACE MRO175/MR0OA03 MADE [N CANADA
Praduct: Details Non-Destructive Testing
Heat Test Type Product Size Pieces | Length Mass Gelger | Res. Mag. | Visual oD uT ut ET HydroTest End
b/t uR/hr Gauss Tnsp. WT ASTM E213| ASTM  [1900pst/ 5s| Condition
BSM-1905 Heat NPS 24 SCH 60 0.96%1In. WT 7 DRL 238.1 <5 <203 Pass Pass Pass Pass Pass Fass Plain End
Chemical Analysis {wt%)
Heat Steelmaking Method Test Type [ Mn P 5 Si Cr Cu Mo Ni v T Nb B CE{1IW}| CE{CSA}
B5M-1905  |Bbst E_.H_wnnm__mﬂw Ladle Refining: Vacuum Heat 0.20 .91 0.001 | 0.004 0.29 0.08 .05 0.04 0.02 0.013 | 0.002 | 0001 { 0.0003 - -
: Fully Ki
Deges: Fully il Product | ©.21 | 0.89 | 0.014 | 0.004 | 030 | 006 | 0.05 | 0.03 | 0.02 | 0.004 | 0.002 | 0.001 | C.0002 | 038 | 0.38
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (Rt0.5) Tensile (Rm) Y/T Elongation (A}
50mm 6L psi psi (RT0.5/Rm) %
BSM-1805 Heat Ferrite & Pearlite 79 HRBW Pass Longitudinal; 19.05 mm x WT 50,500 71,000 0.71 45
Heat Test tmpact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details C J J ] AVG % % % AVG | mm mm mm | AVG
8SM-1905 - - - . . . - . - - . - N - -

Additional Details:

¥ We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing lnc. in
accordance with AP1 SL-45th Ed., ASTM/ASME A/SAL06-2013 Grade B/C A/SA53-2012, and the purchase order requirements,
and that the results meet the corresponding requirements.

Mill Test Certificate approved by:

T\

Torya Lam, C.E.T.
Assistant QA Manager

v"This pipe product meets the sour-service requirements of NACE MRO175/150 15156-2:2009 Annex A2 for Region 3 Sour

Sun€ 24.. zofy
Service-2009 NACE MRO103-2010 Section 2.1

' No weld repairs have been performed on this product.
¥ This product has not came into contact with mercury during the Bri-Steel Manufacturing processes.
v This certificate represents » quality controt system that is compliant with EN 10204:2004 Type 3.1.



Mill Test Certificate
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Product: Seamless Carbon Steel Pipe Product Heat Number: BSM-1905 Product Size: 24560

Production Method: Hot Expansion Product Heat Treatment: As-rolled

Production Date:
Certificate No.: MTR-

Bri-Steel Manufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada T6P 124
Tel: 301 (780} 469-6603
Fax: 001 (780} 469-6986

www bri-steel.com

Jun 19, 2014
001156

Product Standards: ASME B36.10-2004, AP1 SL-45th Ed. Grade B PSL1, ASTM/ASME A/SA106-2013 Grade B/C NDE, A/SA53-2012 Grade B Type 5, NACE MRO175-2009 MRO103-2010
Product Markings BT BRI-STEEL <APl & L/C No.> API SPEC 51 NPS 24 SCH 60 0.969 INCHWT GR B PSL1 SMLS 2014/06 NDE 1900PSI
s HEAT BSM-1905 (PIPE # LENGTH MASS) 238.1ib/ft ASTM/ASME A/SA106 GR B/C A/SAS3 GR B NACE MRO175/MRO103 MADE IN CANADA
Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces | Length Mass Gerger: | Res. Mag.] Visual oD 913 uT ET HydroTest End
1b/ft (R /hr Gauss tnsp. WT  [ASTM E213] ASTM  |1900psl/ Ss| Condition
BSM-1905 Heat NPS 24 SCH 60 0.96%in. WT 7 DRE 2381 <5 <20 Pass Pass Pass. Pass Pass Pass Plain End
Cherical Analysis (wi%)
Heat Steelmaking Method Test Type o Mn P 4 Si Cr Cu Mo Ni v T Nb B CE(MW){ CE(CSA)
BSM-1905  [Blast wcsunw%ﬂm Ludtte Refining; Vacuum Heat 0.20 0.91 0.001 | 0.004 0.23 406 0.05 .04 0.02 0.013 { 0.002 | 0.001 ! 0.0003 - -
Degasi Fully e Product | 0.21 | C.89 | 0.014 | 0.004 | 0.30 | 0.06 | 0.05 | 003 | 0.02 | 0.004 | 0.002 | 0.001 | 0.0003 | 0.38 | ©0.38
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield {Rt0.5) Tensile (Rm) Y/T Elongation {A)
S0mm GL psi psi {Rt0.5/Rm} %
BSM-1905 Heat Farrite & Pearlite 79 HRBW Pass Longitudinal; 19.05 mmxWT 50,500. 71,000 0.71 45
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Detalls C J I J AVG % % % AVG mm rmm mrm) AVG
BSM-1905 - - - . - N - - - - - ; . - -

Additional Detaits:

¥ We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. in
accordance with AP 5L-45th £d., ASTM/ASME A/SAL106-2013 Grade B/C A/5A53-2012, and the purchase order requirements,
and that the results meet the corresponding reguirements.

¥ This pipe product meets the sour service requirements of NACE MRO175/150 15156-2:2009 Annex A2 for Region 3 Sour
Servies-2009 NACE MRO102-2010 Section 2.1

v No weld repairs have been performed on this product,

¥ This product has not cotne into contact with mercury during the Bri-Steel Manufacturing processes,

v This certificate represents a quality control system that is compliant with EN 10204:2004 Type 3.1.

Ml Test Certificate approved by:

3.l

\Illl.‘[lll..laliill
Tonya Lam, C.ET.

Assistant QA Manager

Sune. 2.4 . 2odltf




